WIEK9NY)  MOTORCYCLE PRODUCT RELEASE

SUSPENSION

YAMAHA TENERE 700 WORLD RAID (26-27)

PART NUMBER PRICE (Excludes VAT)

NITRON ADV Ri
NTBKY94S £520.00
NITRON ADV R1 + HPA
NTBKY94SH £755.00

NITRON ADV R3
NTBKY94R

NITRON ADV R3 + HPA
NTBKY94RH
Fully Serviceable / Repairable TVT25 ADV Fork Cartridge Kit
4 3 NTFK25YA24B £905.00

KEY FEATURES

Nitron Blue or Stealth Black
spring colours available

£790.00

Standard Height Kits

25 mm Lower options available
NITRON ADV R1

Hydraulic Preload Adjuster (HPA) NTBKY94S_L25

options available NITRON ADV R1 + HPA
NTBKY94SH_L25 £755.00

NITRON ADV R3
NTBKY94R_L25 £790.00

NITRON ADV R3 + HPA
NTBKY94RH_L25 £1,025.00

TVT25 ADV Fork Cartridge Kit
NTFK25YA24B_L25 £905.00
For sales and technical queries, please call +44 (0)1993 849 449 or email sales@nitron.com
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£520.00

ADV TVT25 (Tri-Valve Technology)
Fork Cartridge Kit (Springs Included)
includes hydraulic bottom out
control device to prevent harsh
bottoming

25 mm Lower Kits




(NITRON=)

SUSPENSION

TECHNICAL INFORMATION

YAMAHA TENERE 700 WORLD RAID (26-27)

NITRON ADV SHOCKS

SPECIFICATIONS & BASE SETTINGS

(Settings from Full Hard)
Length . Spring Fitting

Open Length Adjustment Stroke Rebound Compression Preload Instructions
ADV R1 395 mm N/A 109 mm Combined -12 Clicks 17 mm CLICK HERE
ADV R3 3955 mm N/A 109 mm | Rebound-12 | High -12 Clicks | Low -16 Clicks 17 mm CLICK HERE
ADVRI 387.5 mm N/A 102 mm Combined -12 Clicks 17mm | CLICKHERE
(25 MM LOWER) : == e
ADVR3 387 mm N/A 100mm | Rebound-12 | High -12 Clicks | Low -16 Clicks | 17mm | CLICK HERE

(25 MM LOWER) g

(Please Note: Images used for illustration purposes only. Specific details, finishes and end fittings may differ from that shown).

For sales and technical queries, please call +44 (0)1993 849 449 or email sales@nitron.com
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https://www.nitron.com/downloads/fitting-instructions/NTBKY94S-NTBKY94SH.pdf
https://www.nitron.com/downloads/fitting-instructions/NTBKY94R-NTBKY94RH.pdf
https://www.nitron.com/downloads/fitting-instructions/NTBKY94S-NTBKY94SH.pdf
https://www.nitron.com/downloads/fitting-instructions/NTBKY94R-NTBKY94RH.pdf

(NITRON®) TECHNICAL INFORMATION

SUSPENSION

YAMAHA TENERE 700 WORLD RAID (26-27)

NITRON TVT ADV FORK CARTRIDGE KITS

P A U & DA
(Settings from Full Hard)
Open Length Stroke Rebound Compression Spring Preload Instruction Type
ADV TVT25 942.5 mm 228 mm -18 Clicks -14 Clicks 3mm
ADV TVT25 HCKCHERE
(25 MM LOWER) 917.5 mm 202.5 mm -18 Clicks -14 Clicks 3mm

FEATURES

« 30 Clicks Rebound

+ 30 Clicks Compression

ADV TVT25 _
+ 18 mm Preload Adjustment
+  Hydraulic Bottom Out
5 YEAR LIMITED WARRANTY

V1

TRI-VALVE
TECHNOLOGY

(Please Note: Images used for illustration purposes only. Specific details, finishes and end fittings may differ from that shown).

For sales and technical queries, please call +44 (0)1993 849 449 or email sales@nitron.com
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https://www.nitron.com/downloads/fitting-instructions/Nitron_TVT25_Installation_Manual.pdf

